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Cleaning & Restoration Page:

Stove Rope & Tapes

Service & Installation

Stove Bright Paint

Ecofans

Hearth Tidies & Bellows

Castings
Firebaskets

Frets & Solid Fuel
Fenders

Homewares

Outdoor Range

CALFIRE supply to trade accounts all over the Country, however members of the public are welcome to browse through this
catalogue or visit the companies website at www.calfire.com. Contact with the company can be made through an email facility where
product information or details of local stockists can be ascertained.

Alternatively contact your stockist or telephone our friendly staff on 01691 772922

Please note that specified finishes such as Brass, Antique, Chrome, Pewter, Copper, Copper Bronze & Steel
relate to the colour only and not the material.

;’% Throughout pages 3-78 of this catalogue, British Manufactured items are clearly indicated with the union flag for your information.

Fireside Products listed in this catalogue are either manufactured using Mild Steel and or Cast Iron.

Due to studio lighting and printing inks, the colours shown in this catalogue may differ slightly from those of the actual products. Any
dimensions or weights given are approximate and should only be used as a guide. Key to dimensions: H=Height; D=Depth; W=Width; L=Length.
Calfire’s aim is one of constant improvement and the company reserves the right to change specifications without written notice. Reproduction
of the photographs in this catalogue is prohibited without the prior written permission from Calfire Ltd.




Panels Curved Panels

Calfire Panels are manufactured from the finest quality ROBAX® We now stock a selection of curved ROBAX®
glass-ceramic by SCHOTT. Sizes are available from stock for all glass-ceramic panels for some popular stoves.
leading stoves and our in-house cutting facility means any size and Please refer to our price list for more details.

shape can be quickly supplied to order.

: Strips
Mica p
Replacement Strips are supplied from the highest
Ready cut stove panels and quality 4mm ROBAX®,
standard sheets are available. Calfire have Strips to suit the majority of
stoves on the market and can supply specials

: with a rapid response guaranteed.
LE | A\

LE -~

@

‘\ We recommend when replacing new glass panels to also replace the thermal rope seal.

we cancuth "
special size! o
panels, strips
and mica

IRE |

Please refer to pages 8,9 & 10

ROBAX NightFlame®
Discreet privacy screen
: : With ROBAX NightFlame™ by SCHOTT. the combustion chamber
ROBAX@ Dry Wl per and its residues are stylishly concealed when the fireplace
is turned off. This ensures that even when not in use.
a wood-burning stove remains an clegant focal point in any
space — something you’ll appreciate at any time of day.

Call Calfire for more information.

A dry glass cleaner specifically developed by SCHOTT ROBAX®
for cleaning glass-ceramic fire-viewing panels.

DRY WIPER x1 DRY WIPER x14
136058 13605

Counter Display Box

Calfire hold standard size glass panels in stock for all popular stove manufacturers. Please contact us for any special requirements




Super Seal

Spray-on Stove
Glass and Vitreous
Enamel Cleaner

13011 500ml

Removes the toughest tar, soot and
creosote stains from stove window glass.

Super Silicone

13001 30mi 13004 80mi
13002 100ml N
3003 500m] Black Silicone Sealant for use where good
; 1 1) adhesion and a flexible bond is required with a
A High temperature adhesive used to high temperature resistance to 300c. Used to
secure thermal rope/tape and ceramic fibre seal. secure thermal rope/tape and ceramic fibre

seal.

A
CAL

Fireplace
Cleaner

13012 500ml

Removes stains from
Stone, Brick and Concrete.

Stove Rope Seal

13005 s0mi

Clear Ultra -High Temperature adhesive used
to secure rope/tape and ceramic fibre seal.
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Slate Sheen Flue & Chimney Stove & Grate
Cleaner Polish

13017 500ml 13018 750¢ 13019 170¢
Seals and protects slate, enhancing Flue free helps to maintain clean A water based graphite polish suitable for
its natural beauty, repelling dirt and water chimneys for maximum efficiency, lower wood/coal stoves, grates and surrounds.
whilst allowing the slate to breathe. fuel costs and a reduced risk of fire.

Slate Oil Coal Paint Cleaning Paste

PROTECTS
Repely maiszere

13020 100m! 04039 400m! 13021 400g

Seals and protects slate. enhancing it’s
natural beauty. repelling dirt and water
whilst allowing the slate to breathe,

to ceramic coals. non-metallised abrasive pad or sponge.

Rejuvenating or adding a decorative finish Glass cleaning paste to be used regularly with a




Multi-use
Metal Polish

Stove &
Grate Polish

13504 170 13503 75ml tube 13512 150ml tube
A water based graphite polish suitable A water based graphite polish suitable for A very effective polish for use on copper,
for wood/coal stoves, grates and surrounds. wood/coal stoves, grates and surrounds. brass. nickel. pewter, chrome and gold. Multi-

use metal polish gives a cleaner, more
protective. longer lasting shine.

Glass Cleaner Fireplace Cleaner Xylene
Thinners

13506 320m acrosol 13510 500m! 13518 125ml
Ideal for use with Stove Bright HT paint.
A Foaming formula that will stick to vertical Uses Oxygen based bleaching action to remove smoke, Xylene thinners can be used to clean surfaces.
surfaces to dissolve smoke stains and tar/creosote soot and tar stains from stone, concrete, marble and other clean brushes and any other equipment that has
deposits. hard surfaces. been used with oil based paints.

Slate Oil Spray-on Glass Cleaner Coal Paint

13515 100mi 13517 750ml spray 13516 300ml aerosol

Seals and protects slate. enhancing it’s natural This cleaner clings to vertical surfaces to
beauty, repelling dirt and water whilst dissolve smoke stains and tar/creosote
allowing the slate to breathe. deposits.

An high temperature paint for
applying a decorative finish to new
or for rejuvenating old.
ceramic coals.




Flue Free

Heat Bond
Chimney Cleaner

13500 750¢

Flue free helps to maintain clean
chimneys for maximum efficiency.
lower fuel costs and a reduced risk
of fire. Now non corrosive to
Stainless Steel.

13523 30ml

13524 125mI

A Non-toxic fixative specially formulated
for bonding sealing rope onto solid fuel
stoves or cookers.

Flue Free

Trollull
Chimney Cleaner

Dry Wiper

A

GLASS CLEANER

13501 90g

13606 Pack of 2
Flue free helps to maintain clean
chimneys for maximum efficiency,
lower fuel costs and a reduced risk

of fire. Now non corrosive to

Scratch-Free glass cleaner for professionals.
Stainless Steel.

Removes paint and dirt from window glass
and tiles- soft and safe! the working side is
made of extra fine rust-free stainless-steel
wool. It can be used in combination with
solvents and household detergents.
Windows .
Glass

Mirrors
. Tiles

Peek Cream Polish
Peek -

Purpose

Polish

13600 100mI
Peekl

Peck is a 4-in-1 cleaner that cleans. polishes, restores and
protects 38 surfaces including brass, copper, stainless stecl
silver. gold, chrome. fibreglass. ceramics, glass. acrylics

and painted surfaces.

Matt Black
Stove Paint

13520 150ml1
13521 250ml
13522 450ml

A High Temperature paint for applying to
stoves and metal surfaces.

Lint Free
Cloths

13519
300 x 300mm Cloths
(Pack of 3)

Machine washable lint cloths. Tdeal
for applying products such as
cleaners, polishes and oils,




Stove Rope & T

Panel Replacement Accessories

Calfire thermal rope seal is fitted to stove and oven doors to provide an air tight seal. Secure with Calfire Super Seal.

Thermal Rope Seal

Supplied in 2 metre packs or 25 metre rolls with
thicknesses ranging from 3mm to 25mm. Please note
that 2 metre packs with an ‘S’ suffix include a 50ml
Calfire Superseal & 2 metre packs with an *BS’ suffix
include a 80ml Calfire Super Silicone. The packs also

include a strip of end sealing tape.

3mm emm 8mm 9mm 10mm 12mm 13mm 14mm 15mm 16mm 18mm 25mm
White 2M | 10002S | 100065 100108 100145 | 10018S 10022S
N/A N/A N/A N/A 10026 10030
Pack 1002BS | 10006BS | 10010BS / 10014BS] 10018BS / / 10022BS /
White N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A 10032
10M Pack
Z;IAh:::el 10004 10008 10012 N/A 10016 10020 N/A N/A 10024 N/A 10028 10033
Black 2M N/A 100355 10039S | 10058S | 10043S | 10047S 10069S N/A N/A 10067S | 100665 N/A
Pack 10035BS | 10039BS | 10058BS | 10043BS | 10047BS | 10069BS 10067BS | 10066BS
Blacﬂzsf MI' n/a | 10037 | 10041 | 10059 | 10045 | 10049 | 10070 | wa | wa | 10068 | 10065 | ny/A
100505 | 10052S 100545 | 100565 10071S | 10061S
Black Soft
L 10050BS | 10052BS A 10054BS| 10056BS | 10071BS | 10061BS A NyiA A i
2M Pack
Black Soft N/A 10051 10053 N/A 10055 10057 10072 10060 N/A N/A N/A N/A
25M Reel

Part numbers with an °S’ suffix include a 50ml Calfire

of Super Seal and a strip of end sealing tape

Super Silicone and a strip of end sealing tape

Part numbers with an “BS’ suffix include a 80ml Calfire




ove Rope & Tapes

Thermal Rope End Sealing Tape

Tape which prevents thermal rope ends fraying

Standard Roll Quick Release Roll
10601 White 10603 white
10602 Black 10604 Biack

2.5¢cm x 10M Roll. 2.5cm x 10M Roll.

White Thermal Tape - Secure with Calfire Superseal or Calfire Super Silicone.
10510 - 40mm x 2mm x 2 metres 10512 - 40mm x 2mm x 25 metres

White Adhesive Thermal Tape -
10518 - 15mm x 2mm x 2 metre reel 10520 - 15mm x 2mm x 25 metre reel
10526 - 25mm x 2mm x 2 metre reel 10528 - 25mm x 2mm x 25 metre reel

White Thermal Ladder Tape - Calfire ladder tape is used for protecting the edges of glass panels.
10562 - 25mm x 3mm x 2 metres 10564 - 25mm x 3mm x 25 metres

10569 - 20mm x 3mm x 2 metres P Section 10570 - 20mm x 3mm x 25metres P Section

Black Adhesive Thermal Tape
10571 - 8mm x 3mm x 2 metres 10572 - 8mm x 3mm x 25 metre reel

10542 - 10mm x 2mm x 2 metres 10544 - 10mm x 2mm x 25 metre reel
10546 - 15mm x 2mm x 2 metres 10548 - 15mm x 2mm x 25 metre reel
10573 - 20mm x 2mm x 2 metres 10574 - 20mm x 2mm x 25 metre reel
10580 - 40mm x 2mm x 2 metres 10581 - 40mm x 2mm x 25 metre reel

Black Adhesive Thermal Ladder Tape - Calfire ladder tape is used for protecting the edges of
glass panels.
10566 - 17mm x 2mm x 25 metres

10565 - 17mm x 2mm x 2 metres




Black Over Braid Thermal Rope - Secure with Calfire Superseal or Calfire Super Silicone. _
100638 - 13mm x 2 metres 10063BS - 13mm x 2metres

10062 - 13mm x 25 metres 10064 - 10mm x 3 metres
100738 - 16mm x 2 metres 10073BS - 16mm x 2 metres

Black P Section Bead - P section bead is used to create an airtight stove glass seal on specific stoves.
10567 - 10mm x 15mm tail x 0.5 metres 10568 - 10mm x 15mm tail x 2 metres

White P Section Bead - P section bead is used to create an airtight stove glass seal on specific stoves.
10575 - 10mm x 10mm tail x 1.5 metres

Ceramic Fibre Seal - Sccure with Calfire Superseal or Calfire Super Silicone. PR ——
14028 - 6mm x 4mm x 10 metres 14031 - 10mm x 4mm x 10 metres

Wire Reinforced Glass Fibre Seal Black. _

10576 - 12mm x 2 metres 10577 - 16mm x 2 metres

Hollow Core Wire Reinforced Glass Fibre Seal Black. _
10578 - 14mm x 2 metres

Heat treated Glass Sleeving.
10579 - 9mm x 2 metres N




Mouldable
Firebrick

For quick and economical
repairs or replacements for
firebricks in any heating
appliance, stove, open fire,
wood burner etc. Tested
o 1600°C

12021 5Kg

Heat Resistant

= |1l Adhesive
IVITCASI

 ——

IVITCAS

o
R Resdvamined ;“ i A ready mixed hjgh Providing excellent E
g  adhesive for fixing NN [cmperature sealing and adhesion to most 2
£ tiles in areas " Bl caulking paste for use in building materials, 5
subject to high E - fixing and j?ll]tll‘lg as this product is : n;'
emperatures. such as =3 | wellas for fire specifically designed B SEE
fire surrounds, ~ | protection. and recommended for N
behind boilers A |ogeb Will withstand up to high temperature ' p
cookers and = F 1250°C. app!)ic‘alions up to g
adiators. Resistant to 300°C. 5
- 1000°C. I: 3
12023 12027 12024
310ml Cartridge 310ml Cartridge Beige 300ml Cartridge Black
Smoke Pellets
14002 13g(tuBes) 14061 5¢ (TUBE6)

14065 13 (TUB100) 14066 5¢ Encapsulated (TUB 10)

SMOKE
PELLETS -

%

5g ENCAPSULATED
WHITE SMOKE

P
{1 ’[
6.

Fire Cements & Compounds

Premium
Fire Cement

12001 500¢ 12008 500¢
12002 iKkg 12009 1Kg
12003 2K 12010 2K¢
12025 SKg 12026 5Kg

A range of premium ready mixed fire cement. Ideal for paiching and repairs
to firebricks, fireplaces, solid fuel ovens. boilers and central heating systems.

Tested to 1250°C

Super Silicone
300C

Heat Resistant
Sealant

14067 5g Encapsulated (TUB 50)

5

Smoke Matches
14001 crassic

(BOX12)

Buff Cement  Black Cement -

Black Cartridge
12007 310ml

Heat Resistant
Silicone 1200C

High performance permanently
flexible silicone sealant for all
high temperature requirements.
Heat resistant to 1200°C. does
not harden or crack like fire
cement. This product should
not be used near naked
flames or hot gases.

12028 310ml Cartridge Black
12029 310ml Cartridge Clear

ARCTIC
HAYES

SMOKE
PELLETS

STANDARD

HITE SMOKE




Service & In

Heat Resistant Gloves

AL AR

14080 Red 14083 Black
Pair Bagged with header card Pair Bagged with header card
14080UB

60 Pairs of un-bagged gloves

Gas Fire Spares - Ceramics

Ceramic products are not suitable for Solid Fuel

Moulded Coals Small Moulded Coals Large Ripped Coals Small Ripped Coals Large

14049 (BAG15) 14050 (BAG10) 14043 (BAG15) 14044 (BAG10)

14113
GAS EMBER PACK
250g




o] Service & Installation

Flue & Chimney Selitiin

Mini Eurocowl Static Anti-Downdraught Cowl

Designed to cure smoky fireplaces. Prevents down-draughts by creating a positive airflow whatever the wind direction. Fits flue sizes 125mm to
250mm internal diameter. Also prevents birds, vermin and rain entry. Suitable for all fuels. Supplied fully assembled and ready to fit.
Maintenance: High dome allows for effective sweeping in situ. Approvals: BS/EN 1856-1 2009,

14087 14089 14090
Mini Eurocowl Terracotta Mini Eurocowl Natural Mini Eurocowl Black
Stainless Steel Stainless Steel Stainless Steel

Vermiculite Boards

Board made from
Exfoliated Vermiculite
and has a high
temperature resistance
suitable for hotface
applications up to
1100°C. The boards are
easily cut to size with
woodworking tools,
the linings contain no
ceramic or Asbestos
fibres are non-dusting.
non-irritant and
odourless.

PLAIN PLAIN

14138 14139
H100 W60 D2.5ecm  H50 W60 D2.5¢m
(1000x600x25mm)  (1000x600x25mm)

PLAIN PLAIN

14140 14141
H100 W60 D3cm H50 W60 D3em
(1000x600x30mm)  (1000x600x30mm)

Vermiculite Fire Bricks

Vermiculite Coal Saver Fire Brick Sets:
All Sides measure W17 Hl5cm (6.75x6")
Small Back measures W20 H15cm (8x6")
Large Back measures W26 H135cm (10x6")

14163 SMALL - FITS 16" GRATE
14164 1. ARGE - FITS 18" GRATE

14161 pLAIN 23x11.4x2.5cm (9x4.5x1")
14162 PLAIN 23x11.4x3cm (9x1.5x125")

Fire bricks made from vermiculite board.




Vents

* 280 x 108mm
* Hole Size 213 x 76mm
* Free Area 100 cm? -
* Rated Input - Max 27kW

14173 14174
Brass Floor Vent Chrome Floor Vent

*82mm (3 1/47) Dia
* 350mm Tube Lei
* Free Arca cm? - L B
* Rated Input - Max 15kW (
* Not suitable for gas appliances

14159 14175
3 1/4" Core Drill 3 1/4" Core Drill
Wall Vent Wall Vent
Brown Ext Cowl White Ext Cowl

14112
5" Core Drill * Brown External Cowl

Wall Vent * 127mm (57) Diameter,
* 350mm (147) Tube Length
* Free Area cm?” - 70 with batfle. 100 without baftle
* Rated Input - Max 21kW (71.500 Btu/h) with baftle
* Anti-draught baffle supplied which reduces the
‘Effective Free Area’

14178
82mm Direct Ventilation Kit

* Terracotta External Cowl
* Kit for stoves with a 75-80mm dia. air supply outlet
Contains:
#x1 6x3 Louvre Ventilator, x1 Backplate with a 74.5mm dia. spigot.
x1 82mm Int dia x 1.5m L Semi Rigid Aluminium Rythose and x2 Jubilee clips

14179
100mm Direct Ventilation Kit

# lerracotta External Cowl
# kit for stoves with a 100mm dia. air supply outlet
Contains:
*x1 6x6 Louvre Ventilator, x1 Backplate with a 97mm dia. spigot,
x1 102mm Int dia x 1.5m L Semi Rigid Aluminium Rythose and x2 Jubilee clips

““'ﬂmmrmm:m:ur:mrﬁ




SEST OPERATION,

CA " C:ndar
STOVE TOP
www calfire.com
14024 14025 14077
CALFIRE CALFIRE CONDAR
Magnetic Stovepipe Magnetic Stove Magnetic Stovetop
Thermometer Thermometer Thermometer
Dia.63 (2.57) Dia.63 (2.57) Dia.63 (2.57)
Ensure vour stove is operating at the Ensure your stove is operating at the Ensure vour stove is operating at the
correct temperature by using this magnetic correct temperature by using this correct temperature by using this
thermometer that attaches to your stove magnetic thermometer. magnetic thermometer that sits on your
pipe. stovetop.
% i s ~ .
Carbon Monoxide Digital 3 Colours Moisture Meter
Detector
| |
g ™
ALARM FN.I!.T m_ll
® @ @
CARBON MONOXIDE ALARM
Z,
7
I[STPM\.EN’C( CAUTION
SIS oo
SLEEPSAFE D 1T A
14171 14117
10 Year Sleepsafe

Digital Moisture Meter
Carbon Monoxide Detector

Certified to EN50291-1:2010 - Sealed for life
battery - Loud audio alert - 3 LED visual
readouts - Test / Silent button - Portable. free
standing or mountable.

Moisture Meter to measure the level in sawn timber and other
materials including the environmental temperature. With a wood
measurement range of 8 — 60% and an accuracy of +/- 2%, this
unit is ideal for checking your wood is well seasoned at the
recommended level of around 20%.

Red. Amber or green back light to indicate if the wood is dry. has
increased or excessive moisture.




Chimney Rods & Brushes (3%1.@

Affordable flexible rods made in Britain using “Superflexy” 12mm diameter rod for added strength and durability. The
rods have a high quality brass screw end with 1/2" Whitworth screw fitting featuring chamfered edges to minimise risk of
damaging any flexible liners.

//‘
[ ]
) V4
~ AR
- 4
//'
_.a—r'/-l/
Flexible Rod —— Superflexy Rod
14135 1 Metre Rod 14136 1 Metre Rod

(39"

Soft & Medium bristle brush with protected end boss and Whitworth 1/2" male end screw fitting. Designed for sweeping
insulated metal chimneys and flexible flue liners with our flexible rods, where greater flexibility is needed to cope with
bends. This can be used with the 1/2 inch to 3/4 inch connector.

Medium Bristle Brush Soft Bristle Brush
14131 5"/12.5¢m Brush Orange 14133 5"/12.5cm Brush White
14132 6"/15¢m Brush Orange 14134 6"/15¢m Brush White

1/2" Whitworth to Universal 3/4"

Brass Rod Adapter 3 ﬂ
14137 _ i’




Strikeable

14170
Pack quantity 24

The 2 in 1 Safety match and
Firestarter. ldeal for Stoves. Open
fires. BBQ’s and Chimineas.
Burning time over 10 Minutes.
clean to use.

Individual Sachet

[VIDUAL SACHET
FIRELIGHTERS

14172

Pack quantity 40

Unique in the UK, simple and
hygienic to use, just light the
wrapper. Suitable for use in smokeless
zones for domestic solid fuel
appliances. including multi-fuel stoves
and bbq’s.

A

Wood Wool

14177
Bag Weight 400g
Approx 32pcs

Wood wool firelighters are
produced from natural raw
materials, Natural odourless, Burns
Co2 neutral. long burn time. Great
for wood burners, stoves, BBQ’s
and camping!

Fire Starter Kit

Flamers

14158
Fire Starter Kit

The Perfect starter kit for your customer.
Kit contains Kiln dried (25¢m) logs.
Kiln Dried Kindling.

Flamers natural firelighters
(3 pack) and a handy box of matches.

Box dimensions: 38.4cm x 29c¢m x 22.5¢m high

14155 Flamers Pack quantity 24
14156 Flamers Pack quantity 50

14157 Flamers 200 Pack

Flamers firelighters contain natural wood shavings and
fully refined paraffin wax. Natural, odourless, easy to light
and have a long burn.




For further details contact our Sales Office
on 01691-772922 or visit our
website at www.stovebright.co.uk

Coal Paint

HTP Aerosol 400ml

Touch Up Paint

HTP 236ml (/2 US Pint)

Rejuvenating or adding a decorative
finish to ceramic coals. Fast drying.

Rejuvenating or adding a decorative
finish to ceramic coals. Fast drying.

04039
Flat Black

\ T

Aerosol Can Gun

Firmly snaps onto an aerosol to provide greater
and more comfortable spray control

05101
Flat Black

05102
Satin Black

05103
Metallic Black

04051

Aerosol Can Gun

BBQ Paint Xylene Gas Vent Pipe Paint

Stove Bright BBQ paint can be used on Thinners Stove Bright Gas Vent Pipe Paint can be used on Double
metal surfaces. Rapid cure, Heat Resistant Wall Flue Pipe to match Vitreous Enamel Finishes. This
and resistant to animal and vegetable fats. is a high gloss coating capable of withstanding surface

Ideal for use with Stove ]3r|ghl H'T temperatures to 120°C.

paint. Xylene thinners can be used to
clean surfaces down, clean brushes
and any other equipment that has been
used with oil based paints.

04101
13518 Black Ebony
HTP Aerosol 400ml 125ml HTP Aerosol 400ml




ve Bright
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Colour Charts are available on request

Stove Bright’ High Temperature Paint

Stove Bright High Temperature Paint is a high quality, fast drying, high temperature paint for use on wood stoves, pipes, boilers,
furnaces, flue pipes, ovens, engines, manifolds, barbecues and cast iron chimineas etc. It can be used on any steel product with
extreme surface temperatures up to 650°C and is ideal for touching up ceramic coals. Unique in offering 3 “blacks’ and a range of over
30 colours, Stove Bright is used by many of the leading stove manufacturers as their factory finish,

HTP AEROSOL CODES: 400ml

04001 FLAT BLACK 04020 SILVER (ALUMINIUM)
04002 SATIN BLACK 04021 METALLIC MAHOGANY
04003 CHARCOAL 04022 BROWN BARK

04004 METALLIC BLACK 04023 PATRIOT BLUE

04005 METALLIC BROWN 04024 METALLIC RICH BROWN
04006 GOLDENFIRE BROWN 04025 METALLIC RED PRIMER
04007 HONEY GLO BROWN 04026 MEDIUM TEMPERATURE CLEAR
04008 METALLIC MOSS GREEN 04027 COPPER

04009 FORREST GREEN 04028 GREEN ILLUSION

04010 REDWOOD 04029 TERRA COTTA

04011 ALMOND 04030 SHIMMERING ROSE
04012 METALLIC BLUE 04031 SUNSET

04013 METALLIC GREY 04032 SURF SAND

04014 MAUVE 04033 PEWTER

04015 GOLD 04034 EMERALD GREEN

04016 RUSSET 04037 LEATHER BROWN

04017 SAND 04038 NEW BRONZE

04018 MOJAVE RED 04040 LIGHT CHARCOAL

04019 SKY BLUE




Ecofans Caframo.

Ecofan ~

The Caframo AirDeco 8200 series heat-powered fans are designed to
circulate the warm air created by a wood-stove.

The 8203 AirDeco generates up to 160 Cubic Feet (of Air) per Minute.
and the 8204 AirDeco generates 190 Cubic Feet (of Air) per minute.

Both fans can be used as an equivalent to the BelAir Ecofan due to the
low starting temperature.

Both fans are sold with a 4 Year Warranty.

E8203BB E8204BB
AirDeco Ecofan AirDeco Ecofan
W11 D6.6 H22.3em W1l x D7.6 x H23.9cm
(4.3x2.6x8.75") (4.3x3x9.4")
Min Stove Temp 65°¢ Min Stove Temp 70°C

It is important to read and follow the instructions on the correct placement of the Ecofan to ensure
satisfactory long term use and that your stove is working within the temperature range of 'best operation’.
We recommend the use of our Stovetop Thermometers; see page 15 for details.

Spare Parts for Ecofans

Replacement Motor Kits are available for the Ecofans as detailed below. Unfortunately, we are unable to offer thermo-electric modules
for sale as their replacement is a controlled process involving strict torque settings. If you believe the module has failed you are welcome
to send your Ecofan to CALFIRE who will quote you accordingly. Please note that we will only sell Ecofan spare parts for use on original
Ecofans; not for any other purpose.

Motor Replacement Kits

After much usage. an Ecofan motor can wear out. Motor Replacement Kits are available for customers who

i i x ‘ % _ ‘ * ; .
wish to install a new motor rather than sending the old unit back to CALFIRE for repair, or purchasing a Ty e v i€nsy

new Ecofan. The replacement task is straight forward: however on some older models the consumer must itis to change the
have the capability to solder the new motor to the existing wires. The replacement kit comprises a new motor on the 810
motor, an Allen/hex key to remove the blade and full instructions. or 812 Ecofans view

the video online at
www.ecofan.co.uk/videos.html

or scan the QR
code below with
your smart-phone
or tablet.

Ofx0

ES006 ES009 ES017

ES006 800 Original, 802 AirPlus or 806GS (Soldering & Push-On Type), 815 Original Mini
ES009 810 UltrAir. 812 AirMax. 8200 AirDeco range (Push-On Type Only)
ESO017 806 BelAir (2014 Model - Push-On Type Only)




Caframo. Ecofans

AMAXDUO

Ecofin’ Ecofnn

The Caframo AirMax DUO Ecofan 814
is a heat-powered fan designed to
circulate the warm air created by a
wood-stove operating with normal
surface temperatures of between 75°C
and 345°C. The DUO is the first fan
proven to deliver over 200 CFM!
(At 75°C it will move 50 CFM ).
Dual modules make the AirMax DUO
the highest performing Ecofan to date.
Optimized power transfer, quicker start
time and an updated blade contour for
increased airflow.

Dims: Base Plate W12.7 D9.1em (5x3.57).
H235em (9.257) from base to top of blade.

The Caframo BelAir Ecofan 806 is a
heat-powered fan designed to circulate
the warm air created by many low
temperature gas, pellet or contemporary
stoves operating with normal surface
temperatures of between 75°C and
200°C. The BelAir Ecofan generates up
to 140 Cubic Feet (of Air) per Minute.
(At 75°C it will move 50 CFM ). The
BelAir Ecofan must not be used on a
wood-stove or where the surface
temperature exceeds 200°C .

Dims: Base Plate W16.2 D6.lcm
(6.4x2.47). H24.1cm (9.57) from base to

top of blade. Blade diameter 23.2¢m (97) Blade diameter 23.2cm (97)
ES806BB ES814BB
S5YEAR WARRANTY
Ecofan Ecofan
J The Caframo AirMax Ecofan 812 is a Bk The Caframo UltrAir Ecofan 810 is a heat-

powered fan designed to circulate the warm
air created by a wood-stove operating with
normal surface temperatures of between
100°C and 345°C. The Ultrair 810 Ecofan
generates up to 125 Cubic Feet (of Air) per
Minute. (At 100°C the UltrAir Ecofan 810
will move 50 CFM )

Dims: Base Plate W12.1 D7.6cm (4.75x37).
H22.2em (8.757) from base to top of casting,
excluding handle. Blade diameter 20.6cm (87)

heat-powered fan designed to circulate
the warm air created by a wood-stove
operating with normal surface
temperatures of between 85°C and
345°C. The AirMax Ecofan 812
generates up to 175 Cubic Feet (of Air)
per Minute, (At 85°C the AirMax
Ecofan 812 will move 50 CFM )
Dims: Base Plate W121 D82
(4.75x3.25"). H248 (9.757) from base to
top of casting, excluding handle. Blade
diameter 232mm (97)

E812BB E810BB

Ecofan

The Caframo Original Ecofan 800 is a The Caframo Original Mini Ecofan 815
heat-powered fan designed to circulate is a heat-powered fan designed to
the warm air created by a wood-stove circulate the warm air created by a
operating with normal surface wood-stove operating with normal
temperatures of between 110°C and surface temperatures of between 110°C
345°C. The Original Ecofan 800 and 345°C. The Original 815 Mini
generates up to 100 Cubic Feet (of Air) Ecofan generates up to 85* Cubic Feet
per Minute. (At 110°C the Original (of Air) per Minute. (At 115°C* the
Ecofan 800 will move 50 CFM ) Original Mini Ecofan 815 will move 50

Dims: Base Plate W10 D7.5cm (4x3™). CFM)
H23.5em (9.257) from base to top of Dims: Base Plate W10 D7.5cm (4x37).
blade, excluding handle. Blade diameter H16.5cm (6.57) from base to top of blade,
20.5¢m (87) excluding handle. Blade diameter 16¢m
(6.37)

ES800BB ES815BB

It is important to read and follow the instructions on the correct placement of the Ecofan to ensure satisfactory long term use and that your stove is
working within the temperature range of 'best operation'. We recommend the use of our Stovetop Thermometers; see page 15 for details.




Ecofans Caframo.

Ecofans- UK website www.ecofans.co.uk

The Caframo Ecofan is a heat-powered fan designed to circulate the warm air created by a wood or
gas stove. Improved warm air circulation results in greater comfort and less fuel consumption.

Why buy a Stove Fan?

* Costs nothing to run... Using the heat from the stove, a Stove Fan is the most economical way
to effectively circulate the warm air your stove produces. No cables, plugs or batteries are required.

* Cuts your fuel bills... _
* Increased Efficiency ir 1S | ut into the living area rather than just rising to the ceiling

above the stove. This
shown below,

* Simulation

Reasons

=
' * Simulation
enuine Ca ".'-Sanm Ecofan *
* Caframo have two dece \perfectmg tb'@v?cofan This means
lower failures and higher cus wg ction. Gt Hodfinsare
* Caframo Ecofans are made in Can ! oﬁr and utilise a superior design assembled in CANADA
that operates more efficiently and effectively than 3, 4 or 5 blade models. with domestic

N . . . and imported parts
* More Caframo Ecofans have been sold tha other stove top fans combined.

* Test results using AMCA testing standards that most air flow claims c €

made by other stove top fan manufacturers are exaggerated. some by as much

as 45%. \ Caframo Ecofans fully
* Fully CE compliant for Immunity Emissions and Product Safety lm:’::,'?g E:;':s:::nf;in d
* All Caframo Ecofans are sold with a 2 or 4 year warranty. Product Safety

requirements.

How to get the most f

Placement of your Ecofano
Ecofan on the stove so that co
Ecofan Sh '
stove. Plac c the
Should the gap'|
(6") then move your
slightly. This should ens
rear/side of your stove.

ritical. Be sure to position the
over the “cooling fins’. The
stovepipe or at the front of the
tove as shown in the diagram.
ve and your wall be less than 150mm 2
g the side of your stove and turn it in
an can draw the necessary cooler air from the

Ecofan at the




MATCH BOX

23144

Match Box
Holder
HI15xW9xD3em
(6x3.5x2")

23145

Match Box
Holder
HI5xW9xD5cm
(6x3.5x2")

23139

Large
Kindling
Bucket
Dia 30cm

(12")

23142

Large
Kindling
Bucket
Dia 30em
(12")

23146

Fire Lighter
Holder
H20xW13.5xD9%cm
(8x4x3.5™)

FIRE
LIGHTERS

1
|

23147

Fire Lighter
Holder
H20xW13.5xD9%m
(8x4x3.5")

23140

Large
Ash Bucket
Dia 30cm
(12"

23143

Large
Ash Bucket
Dia 30cm
(12")

23138 23149
Small Malch Holder

Kindling Inc Matches
Bucket Height: 11"

Dia 23¢m with matches

(9")

Antique Pewter

23141 23150
Small Match Holder

Kindling Inc Matches
Bucket Height: 11"

Dia 23cm with matches

(9")




B
|
K
29090 23116
Match Box Large
Holder Kindling
HI15xW9xD3cm Bucket
(6x3.5x2") Dia 30¢m

(12")

MATCH BOX

29091 23118
Match Box Large

Holder Kindling
HI15xW9xD5cm Bucket

(6x3.5x2") Dia 30cm

(12"

29092

Fire Lighter
Holder
H20xW13.5xD%m
(8x4x3.5")

FIRE
LIGHTERS

29093

Fire Lighter
Holder
H20xW13.5xD9%m
(8x4x3.5")

23117

Large
Ash Bucket
Dia 30cm
(12"

23119

Large
Ash Bucket
Dia 30cm
(12")

23133

Small
Kindling
Bucket
Dia 23cm
(9"

Black

23134

Small
Kindling
Bucket
Dia 23cm
(9")

23148

Match Holder
Inc Matches
Height: 11"

with matches

29055

Match Holder
Inc Matches
Height: 11"

with matches




Specified finishes
relate to colour only
and not material.

23014
Black
H33.5cm (21")
Dia. 22.5cm (9")

Dorset Hod

23033 23080
Zine Antigue
H53.5 Dia 22.5¢cm H33.5 Dia 22.5¢m
(21x9") (21x9")
Cumbria Hod Norfolk Hod

23164
Black/Nickel
H 46 Dia 23.5cm
(18x9.25")

23182
Black
Wood Handles
H 54 Dia 24em
(21.25x9.5")

23072 23073
Black Black & Brass
H 58 Dia 22.5cm H 38cm Dia.22.5
(23x9") (23x9")




Somerset

23158
Black
H 38.5 Dia 28cm
(15x11")

Surrey

23161
Black
H 33 Dia 26cm
(13x10™M)

Wessex

23159
Black/Nickel
H 28.5 Dia 23.5¢cm
(11x9.25")

Hereford

23162
Black/Nickel
H 39 Dia 28cm
(15x11™)

Measurements given
for coal buckets and hods
exclude their handles.

Devon

23160
Black
H 29,5 Dia 28cm
(11.5x11")

Wiltshire

23181
Black
H 42 Dia 23cm
(16.5x9")




Specified finishes
relate to colour only
and not material.

Plealey Kenley (Medium)
Dia. 27cm (10.5”)

23050
All Black
Dia. 25.5¢m (10")

23015M
All Black

Lancs Suffolk

23188 23163
Galvanised Black
H 36 Dia 25cm H 22 Dia 19.5¢m
(14x10") (8:5x7:5")

Kenley (setof2) All Black

2301572
Dia. 27-33cm (10.5-13)




Kindling

CW Kindling
Basket

Will hold just over half of the retail
sales pack of the shorter popular
kindling

23016 23101
Black H13 W30.5 D20cm
W38 D20.5¢m (5x12x8™)
(15x8™) Excludes handles
Ring

Suitable for all

kindling
Suitable for all
kindling
23122
23090 H33 Dia.38¢m
Black (13x157)
H23 W21.5 D21.5¢m
(9x8.5x8.57)
CW Kindlin
g Marton
Holder

Will hold just under

half of the retail sales
Suitable for kindling of

around 250mm long

pack of the shorter
popular kindling

23095 23091
Black Black
HI18 W22¢m H24 W21.5¢cm

(7x8.75™) (9.5x8.57)




Measurements given for

Log Baskets

23137
Liner Only for 23102 Log Basket
Elasticated white liner made for the
23102 basket but suitable for many
round baskets with a similar diameter
and integral handles.

23102
Round Rustic Log Basket m
Full rustic and buff with integral handles 23189
Height 39 Dia.48cm (15.5x197) Square Deep Mill Wild Willow

Lined Basket with wheels Weight (9.5KG)
Height 44 Width 65 Depth 65cm (17x26x26™)

23083 23172
Height 38 Dia.5Tem (15x207) Height 30 Dia.43em (12x177) 23123
BulT Willow Log Basket
Full double steamed buff willow with stripe

Wild Willow Log Basket Height 37 Dia.51em (15x20")

Full wild willow with external handles and hessian lining

23183 23178
Mellowed Willow Lined Deluxe Four Tone Rope
Log Basket Handled Log Basket
Height 38 Dia.51cm Height 46em Dia.45cm
(15x20™) (18x17.57)

LARGE BASKETS WILL BE CHARGED AT A PALLET RATE. PLEASE CHECK OUR PRICE LIST FOR DETAILS.





























































































































































